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Dial size:   ND of 2½, 3, 4 and 6 in. 
" " " " " " "  (63, 80, 100 and 160 mm)

Accuracy: ±2.0% of full scale

Industrial machines

-22 to +122°F, -4 to +140°F
14 to 122°F, 32 to 104°F, 32 to 140°F, 32 to 176°F, 32 to 212°F, 32 to 248°F, 32 to 320°F, 
32 to 392°F, 32 to 482°F

½ in NPT or G ½ B

2.5 oz 2.8 oz 4.6 oz 9.9 oz

87 psi

±2.0% of full scale valueAccuracy



Dimensions

Dimensions in mm
Model NG D b d1 d2 e f sw G
TB-14 63 63 14 12 9 8 19 21 G 1/2 B
TB-14 80 80 14 12 9 8 19 21 G 1/2 B
TB-14 100 100 14 12 9 8 19 21 G 1/2 B
TB-14 160 160 14 12 9 8 19 21 G 1/2 B

Modelspecification

Model Connection Nominal size Range Length
TB-1 4 f.e. 100 f.e.120 f.e.100

Connection back = 4
centric

Case ND   63 =  63 
Case ND   80 =  80 Rangespecification 
Case ND 100 = 100 or direct  120 °
Case ND 160 = 160

sensorlength in mm

after

°C

SUCHY MESSTECHNIK
Garnsdorfer Hauptstraße 116 ,D-09244 Lichtenau Telefon:037208/88 42-0 Fay:037208/88 42-12 

Modifications reserved


	TB-14 page 2
	TB-14-engl
	TB-14 page 2
	TB-14-engl
	TB-14_cover





